6989 


NACA RM E54A07 


189 


Copy 


з, 


VI a me 


A. 
“м e. 
і тира. d 


€ 


ШІНШІ 


WN “ВУХ AHVHgI'TH231 


RESEARCH MEMORANDU 


PRESSURE RECOVERY AND MASS-FLOW PERFORMANCE OF FOUR 


ANNULAR NOSE INLETS OPERATING IN MACH NUMBER 
REGION OF 3.1 AND REYNOLDS NUMBER RANGE 
OF APPROXIMATELY 0.45x10 TO 2.20х106 
By Henry R. Hunczak 


Lewis Flight Propulsion Lon О, 2 
"igssiticarien conceiieda v.e land, Ohio eve 903 
зу М Реку Oh TV A к PACA. 3£ 55. 


~s2FQ TO CHANGE) 


2011 Мече = 


" Yoffa vate} 
ТАТЕ ТЕМЫ Болман 
This material contains information the National Defense of the United States within the me meaning 


n affecting 
of the рон laws, Title 18, U.S.C., Secs. cn i the transmission or revelation of which in any 
manner to an unauthorized person ia prohibited by 


NATIONAL ADVISORY COMMITTEE 
FOR AERONAUTICS 


ду 


WASHINGTON 
March 26, 1954 


RM E54A07 - 


9262 


04-1 


ТО 
NACA FM E54A07 КЛЕНИ 044330 


RESEARCH MEMORANDUM 


PRESSURE RECOVERY AND MASS-FLOW PERFORMANCE OF FOUR ANNULAR NOSE 
INLETS OPERATING IN MACH NUMBER REGION OF 3.1 AND REYNOLDS 
NUMBER RANGE OF APPROXIMATELY 0.45х106 ТО 2.20х105 


By Henry В. Hunczak 


SUMMARY 


Four annular nose inlets that covered a wide range of supersonic 
compression were investigated to determine the effect of Reynolds 
number on their pressure recovery and mass-flow performance. The 
studies were conducted over a range of angles of attack with various 
geometric modifications to the basic inlets. 


The effect of increasing the Reynolds number was to improve the 
performance of the configurations with internal contraction and to 
reduce the performance of the isentropic inlet with no internal 
contraction; the major change in performance occurred in the Reynolds 


number range below 1.20108. 


Two inlets, both of the isentropic type, attained pressure recover- 
іев of 0.77, which is representative of the upper limit attainable with 
current inlet designa in this Mach number region. 


INTRODUCTION 


Supersonic nose inlets with multiple oblique shocks generated 
by & properly contoured central body were investigated in the Mach 
number region of 3.0 as early as 1944 (ref. 1). Since that time, 
numerous analytical and experimental studies on the probiem of 
attaining efficient supersonic compression have been conducted and 
a considerable amount of data accumulated. Some of the more recent 
investigations are listed in references 2 to 6. 


Experience since the earliest investigations Indicates that as 


the Mach number increases the pressure recovery, mass flow, and 
stable subcritical flow regulation become increasingly sensitive to 
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slight inlet geometry changes in that they tend to diverge further 
below the theoretical expectations based on the assumption of non- 
viscous flow. The majority of this discrepancy is currently attributed 
to the higher adverse pressure gradients encountered with the increase 
tn compression which promotes boundary-layer growth and separation, 
especially the separation encountered in shock boundary-layer inter- 
action. It may therefore be expected that the Reynolds number may 
have a pronounced effect on the over-all inlet operation if the state 
of the boundary layer were appreciably altered. 


Accordingly, in the present study made in the Mach number region 
of 3.1, four annular nose inlets covering a wide variation in the 
degree of supersonic compression were investigated first at an inlet 


Reynolds number of approximately 0.45Х106 over a range of spike tip 
positions and angles of attack from zero to 10°. This phase of the 
investigation was made to determine the effect of inlet geometry 

changes on the performance. The performance of the inlets was then 


determined over a range of Reynolds numbers from 0.45x108 to 2.20x108 
at both zero and 4.99 angles of attack for selected values of spike- 
tip positions. 
SYMBOLS 

The following symbols are used in this report: 
H stagnation pressure, lb/sq in. 
m mass flow, slugs/sec 
Re Reynolds number based on inlet diameter of cowl 
x axial distance from spike tip, in. 
a angle of attack, deg 


01 spike-tip position, angle between axis of symmetry and line 
from spike apex to cowl lip, deg 


Subscripts: 


1 projected area of cowl inlet without centerbody 


8 cone surface 
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0 free stream (fig. 1) 
3 diffuser exit (Pig. 1) 


4 exit of movable plug (fig. 1) 


APPARATUS AND TEST PROCEDURE 


The four annular nose inlets investigated, listed in order of 
increasing supersonic compression, were (1) а 1-сопе 44° spike with 
internal contraction, (2) a 2-cone 40° to 70° spike with internal 
contraction, (3) an isentropic spike with internal contraction, 
and (4) an isentropic spike with no internal contraction. 


For each inlet, at least one modification of the spike or 
cowling was tested. For convenience, the inlets will be referred 
to as I, II, III, and IV, respectively, along with the subscripts a, 
b, and c to designate the various spikes and/or cowlings within each 
type. The coordinates of these cowlings and spikes (centerbodies) 
are presented in tables I to IV. The external cowl-lip angles were 
held to & value not more than 49 or 59 greater than the internal-lip 
angle. Inasmuch as all inlets were required to discharge to a 
common diameter, the cowl diameters at the lip ranged from 3.00 to 
5.58 inches to satisfy desired rates of internal cowl curvature. 
Unless otherwise specified, the external contours were faired arbi- 


trarily to a diameter of а inches. No attempt was made to maintain 


а minimum wall thickness since external drag was not а part of the 
investigation. 


The design of the 1-сопе inlet (inlet I) was based on the 
information contained in reference 2 for the 40,79 cowling (49 
internal, 79 external cowl-lip angle) in combination with a 22° 
cone half-angle spike having а ratio of maximum spike-to-cowl-lip 
diameter of 0.854. Іп reference 2 this configuration gave close to 
the maximum pressure recovery of all configurations investigated at 
@ Mach number of 3.50, and the data indicated that good performance was 
also attainable at a Mach number of 3.05. The internal contraction 
was such that only a amall reduction in centerbody diameter would be 
required to permit starting at a Mach number of 5.05. Accordingly, 
the cowling of inlet I had an internal contour geometrically similar 
to the 40,79 cowling of reference 2, and the three centerbodies had 
initially 229 half-angie cones. 


The geometry of spike Та between the tip and the maximum diameter 
was similar to that in reference 2. Downstream of the maximum diameter 


gua NACA БМ Е54407 


the contour was modified from that in reference 2 to provide a matching- 
area variation with the afterbody, which had an initial half-angle 
taper of 2.849, This taper gives a diffusion rate approximately that 

of a 5° conical divergence. Spike L, was obtained by decreasing the 


diameter of spike I, by 0.068 inch to relieve the internal contraction 
and to permit starting at a Mach number of 3.05. Spike 1. was designed 


with a more gradual rate of internal compression from that in refer- 
ence 2 to reduce pressure gradients in the boundary layer. 


Inlet II had spikes with 209 to 559 half-angle cones. Spike II, 


was designed so that the intermal contraction was close to the maximum 
permissible for supersonic flow into the inlet when the oblique shock 
was slightly ahead of the cowl. Spike ТТ, was obtained by reducing 


the maximum diameter by 0.60 inch to relieve the internal compression. 


lniet III had an initial half-angle cone of 15° followed by ап 
isentropic compression surface which was designed to focus all 
compression waves at the cowl lip. The Mach number at the surface 
was reduced theoretically to 1.76 prior to internal compression. With 
this spike surface Mach number, it was possible to attain supersonic 
flow into the inlet with an attached shock at the cowl lip. For spike 
Tit, the maximum amount of internal compression was used. For spike 


ГІТ, the internal contraction was reduced by decreasing the diameter of 
the centerbody 0.082 inch. 


Inlet IV also had an initial half-angle cone of 15° followed by 
an isentropic compression surface which focused all compression waves 
at the cowl lip. The spike surface Mach number was reduced to 1.50. 
The internal contour of cowl IV, was designed to collect the flow 


smoothly at the lip and to diffuse it gradually with no supersonic 
internal compression. The external contour, as previously mentioned 
in this section, was arbitrary, except that the external lip angle 
was 4° greater than the internal lip angle and exceeded the detachment 
angle of the free-stream Mach number. For cowl IV,, the external 


contour of cowl IV, was remachined to a thinner and more realistic 


thickness to reduce the cowl projected area in the subsonic flow field 
behind the detached shock and thus minimize the interference between 
the external and internal flow. However, for both сомів IV, and IV), 


the initial lip angle was the same. 


Two spikes were investigated with cowling LV, The first, spike 
IV,, had а solid surface, while the second, spike IV,, had а porous 
Surface which was fabricated from sintered bronze. The porosity 
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extended from the tip to the maximum diameter and permitted a continuous 
boundary-layer suction along the spike surface. Because the technique 
of fabricating sintered bronze is in the experimental stage, the 
contours varied a maximum of +0.015 inch from the theoretical along the 
isentropic compression surface. In addition, the tip section was 
elongated approximately O.1 inch. 


A method of influencing the compression-surface boundary layer 
was the use of roughness in the form of number 60 or 80 carborundum 
grit on several of the spike tips or surfaces to induce in the boundary 
layer a transition Prom laminar to turbulent flow. 


All inlets were investigated with the same test support body 
and diffuser. In figure 1 а scale drawing of the test apparatus is 
shown with a l-cone inlet installed. Figure 2 is a photograph of the 
model suspended in the tunnel. The tubes mounted alongside the 
diffuser support body are collectors for the boundary-layer bleedoff 
air which passes through the hollow centerbody and support struts. 
In the present investigation, these collector tubes were vented to the 
free stream as shown. The spacers behind the cowling permitted 
variation of the spike-tip projection in increments of 0.025 inch. The 
spike-tip projection is presented in terms of the tip position 95. 


The value of this parameter increases as the spike tip is retracted 
toward the cowl lip. 


The pressure at the diffuser exit was measured with a 40-tube pilot 
rake. The pressure recoveries as presented are averages based on an area 
weighting. The mass flow passing through the model was calculated by 
using the total-pressure recovery at station 3 and the sonic exit area at 
the movable plug at station 4 (see fig. 1). This mass-flow measuring 
technique was calibrated with inlets capturing a full-stream tube of air. 
Ihe calibration factor thus obtained was incorporated in the calculations. 


The investigation was conducted in two tumnels. The 18- by 18- 
inch supersonic wind tunnel operated at a Mach number of 3.05 at the 
diffuser inlet as determined by a wedge calibration and at a Reynolds 
number of 1.70Х106 per foot. The stagnation temperature of the air 
was held at 1509 F and the dew-point temperature was maintained at 
-109 to -309 F. The inlets were investigated over a range of spike- 
tip positions by varying the cowl spacers. 


Ihe l- by l-foot supersonic wind tunnel was operated &t & Mach 
number of 5.15 over а range of stream Reynolds numbers from 1.70х106 


to 8.0x108 per foot. The stagnation temperature varied between 509 
and 65° F and the dew-point temperature was maintained at less than 
-40° F. Inlet designs were investigated at one or two values of the 
Spike-tip position and at zero and 4.90 angles of attack. 
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RESULTS AND DISCUSSION 


Inlet performance is presented in terms of the pressure recovery 
and captured-mass-flow ratio at flow conditions corresponding to 
critical flow, peak pressure recovery, and minimum stable flow. Peak 
pressure recovery is defined as the ratio of the maximum stagnation 
pressure attained at the diffuser exit divided by the free-stream 
stagnation pressure. The captured-mass-flow ratio mz /m, is the ratio 


of the mass flow passing through the model divided by the mass flow 
passing through a free-stream tube equal in area to that of the cowl 
inlet without а centerbody. The Reynolds number is based on the 
diameter of the cowl lip. Although at a stream Reynolds number of 


1.70х106 the inlet Reynolds number ranged from 0.42x10° to 0.48x10%, 


this slight variation is neglected and an average value of 0.45х106 
is used throughout. 


Inlet Performance Over Range of Spike-Tip Positions 


The effect on the inlet performance characteristics of variations 
in spike-tip position is shown in figures 5 to 6 for a free-stream 
Mach number of 3.05, zero angle of attack, and a Reynolds number of 


approximately 0.45х106. 


Attached shocks at the cowl lips were obtained for iniets I, II, 
and III uniess the flow was overcontracted or the boundary layer 
separated. Shock detachment is noted by the sudden break in the curves 
of the captureü-mass-flow ratios at high values of spike-tip position. 
Stable subcritical operation was obtained only when the inlets were 
overcontracted or the internal contraction was nominal, in which case 
subcritical operation could be entered into without too severe an 
expulsion of the terminal shock wave. | 


The performance of spike I, (rapid internal contraction and smooth) 
was reduced below that of spike Io (fig. 5(а)) by an oscillating 


separation of the boundary layer that persisted for all supercritical 
values of pressure recovery and captured-mass-fiow ratio attainable. 
This type of instability was not the usual buzz phenomenon encountered 
in subcritical operation in that the separation did not travel to the 
spike tip and severe pulsations with flow reversal through the diffuser 
were not evident. It was also obtained with spike Т, smooth (data 


not shown) and is believed to be caused by the high-pressure gradient 
of the rapid internal contraction. Tip roughness stabilized the 
boundary layer for both spikes with a resultant improvement in perfor- 
mance (fig. 5(b)), although the flow for spike I, was detached. The 
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maximum pressure recovery of 0.55 obtained with spike la was approxi- 


mately 10 percent below that predicted for a Mach number of 3.05 from 
the experimental data of reference 2. 


For inlets II and III (with internal contraction) the peak pressure 
recovery did not improve substantially with increasing spike-tip position 
in the region where the cowl lip approaches the oblique shock from the 
spike tip, although such an improvement would be expected from theo- 
retical considerations based on nonviscous flow because of the increases 
in internal contraction. This lack of improvement was most evident 
for spikes II, and ТТТ (figs. 4 and 5) where the pressure recovery 


remained constant or decreased, although the gains in captured-mass- 
flow ratio indicated that the cowl lip had not moved upstream of the 
spike-tip shock. However, the effectiveness of internal contraction 
by changing the centerbody diameter is indicated by the loss in 
pressure recovery when the diameters of spikes II, and III, were 


reduced to ІІ, and IIIy, respectively. 


The critical captured-mass-Plow ratio of cowl IV, was comparable 
with that of cowl IV} for spike-tip positions less than Ө, of 25.07°. 
The thinner lip of cowl IV,, however, permitted 4 greater mass-flow 


ratio to be obtained by increasing the spike-tip position to 25.22°. 
Also, the peak pressure recovery of approximately 0.77 occurred at 

а higher captured-mass-flow ratio, which conformed more closely with 
the theoretical expectations. Subcritical stability was obtained 
over the entire range of cowl spacers but was appreciable only after 
& sharp break in the mass-flow-ratio curve. 


Both inlets III and IV attained maximum pressure recoveries of 
approximately O.77. This recovery is representative of the upper limit 
attained with current inlet designs at a Mach number of 3.10. 


Inlet Performance at Angle of Attack with and 
without Spike-Tip Roughness 


At a Mach number of 3.05 and a Reynolds number of approximately 


0.45x106, the performance at angle of attack is shown in figures 7 

to 10 for selected values of spike-tip position which gave close to 
the best performance at zero angle of attack. Ав the angle of attack 
was increased from zero to approximately 10°, all configurations 
eventually suffered losses in performance. These losses are believed 
to arise from (1) a reduction in supersonic compression on the lee 
side of the inlet as a result of the asymmetrical alinement of the 
Spike to the free-stream flow, (2) boundary-layer cross flow and 
accumulation in the lee side of the spike which may modify the shock 
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pattern adversely and aggravate separation, and (3) flow angularities 
at the inlet throat. 


For inlets I and II the marked changes in performance (figs. 7 
and 8) which were obtained with the addition of tip roughness could 
be associated with the observed alterations of the boundary-layer 
flows and shock patterns. For inlets III (fig. 9) and IV (data not 
shown) tip roughness altered the observed boundary-layer flow only 
Slightly, and the performance was relatively unaffected. 


Specifically, the rapid deterioration of performance for inlet I 
with a smooth tip (fig. 7) at angles of attack above 6° was associated 
with what appeared to be a rapid accumulation of boundary layer on 
the lee surface of the spike which eventually covered one entire side 
of the inlet. Below & 6- angle of attack this boundary-layer accu- 
mulation was gradual, and relatively constant inlet performance was 
attained. Tip or cone-surface roughness generated a boundary layer 
that was presumably turbulent since it resisted crossflow, as 
evidenced by an apparent uniformity in thickness about the spike 
surface at angle of attack, and also did not exhibit the extensive 
thickening ahead of the cowl at zero angle of attack. Although a 
reduction in internal contraction by reducing the spike-tip position 
was required to maintain attached shocks at the cowl lip, а maximum 
pressure recovery of 0.58 was obtained at zero angle of attack, and 
both peak pressure recovery and captured mass-flow ratio were appreciably 
improved above a 7.5° angle of attack. Below a 7.5° angle of attack 
the pressure recovery was increased at the expense of a reduction in 
mass flow. 


Inlets with internal contraction experienced a large reduction in 
performance caused by an abrupt separation of the flow from the entire 
lee surface of the spikes at the higher angles of attack. (This type 
was also encountered in ref. 7.) The tendency of the boundary layer 
to separate was alleviated by adding roughness to the tip for spike 
I, and by a reduction in spike-tip position Ө, for spikes II and III. 


The effect of spike-tip roughness on the peak pressure recovery 
of spikes ll, and ТІ, was unpredictable. However, its effect on the 


captured -mass-Plow ratio in the vicinity of zero angle of attack 
could be correlated qualitatively with its influence on the shock 
pattern for various spike-tip positions through the following 
considerations. Spikes II, and IL with a smooth tip had boundary 


layers which separated and reattached (bridged) across the 15° dis- 
continuity (20° to 35%) in the spike surface. This type of bridging, 
which has been experienced in many previous investigations, is 
generally associated with a laminar boundary layer. It generates а 
weak oblique shock eminating from the separation point and transposes 
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the stronger shock eminating from the spike discontinuity rearward 

to the reattachment point. Tip roughness eliminated the boundary- 
layer bridging so that only a single strong oblique shock, that 

from spike discontinuity, accomplishes the required 15° flow turning 
where formerly two shocks existed. Because the oblique shocks deflect 
the flow outward from the spike axis and the amount of flow deflection 
is a function of shock strength, both the shock intensity and the 
number and position of the shocks ahead of the cowl lip determine the 
flow spillage. At 9, of 28.61° (spike ІІ,, smooth (fig. 8(а)), the 


spike-tip shock and the weak boundary-layer-separation shock were 
ahead of the cowl lip and the reattachment shock fell inside. With 
tip roughness both the tip shock and the stronger discontinuity shock 
fell ahead of the cowl lip and the flow spillage was increased. With 
a retraction of the spike to 6, of 29.259 (spike ТІ,» smooth (fig. 


8(b)), the tip and separation shocks were still ahead of the inlet 
with no tip roughness. The discontinuity shock obtained with tip 
roughness fell at the cowl lip, however, resulting in a net gain in 
the captured-mass-flow ratio. At 0) of 29.65, all shocks fell at 


or inside the cowl lip for both the smooth and rough tip so that 
. the captured mass flow remained unchanged (within the precision of 
measurement) for at least & zero angle of attack. 


As previously indicated in this section, the performance of 
inlets III and IV was relatively unaffected by tip roughness (fig. 9, 
Spike Ір) with the exception that the peak pressure recovery жав 
reduced slightly for spikes IIT, and IV, (data not shown) at zero angle 
of attack. For inlet IV (fig. 10) the performance was affected primarily 
by the change in the wall thickness of the cowl. Although the pressure 
recovery remained essentially the same, the critical captured-mass- 


flow ratio for cowl IV. was substantially greater that that of cowl IVa 


over the range of angles of attack. 


Effect of Stream Reynolds Numbers on Inlet Performance 


In order to determine the effect of stream Reynolds number on 
inlet performance, selected inlets were investigated over a Reynolds 
number range from approximately 0.45х106 to 2.20x108 at a Mach 
number of 3.13 for zero angle of attack. The data at a 4.99 angle 
of attack are also presented as a matter of interest. For some 
configurations, spike-tip roughness was also used. 


At zero angle of attack the general effect of increasing the 
Reynolds number was to improve the performance of inlets I, II, and 
ITI and to reduce the performance of inlet IV, with the major changes 


occurring in the Reynolds number range below approximately 1.20x108 
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(figs. 11 to 15). In this range, increasing the Reynolds number 
altered the apparent boundary-layer thickness, the tendency to bridge, 
and the resulting shock pattern. 


For the l-cone inlet (fig. 11(a)) the performance was independent 
of Reynolds number effects as long as the boundary layer along the spike 
surface appeared turbulent. This turbulence was attained either by 
increasing the Reynolds number or by the addition of tip roughness. 

For spike Та with tip roughness, the performance remained constant 


over the entire range of Reynolds numbers investigated. For spike 1. 


smooth, peak recovery increased progressively in the Reynolds €: 
range of O. 45Х106 to 1. 20308. For Spike la smooth, an abrupt tran- 


sition from a separated oscillating boundary layer to a steady tur- 


bulent boundary layer occurred at a Reynolds number of 1.20Х106, This 
stabilizing influence of turbulence on the boundary layer was the same 
phenomenon as that which occurred at a Mach number of 5.05. However, 
at the higher Mach number of 5.15 the shocks at the cowl lip were 
attached for spike I а» and а captured-mass-flow ratio of approximately 
L.O was attained. 


For the 2-cone inlet, the performance improved with increasing 
Reynolds number, but the peak pressure recovery was reduced by tip 
roughness over the entire range of Reynolds numbers investigated 
(fig. 12). This adverse effect of tip roughness fs in contrast with 
that obtained with the 1-сопе inlet and cannot be explained on the 
basis of observed boundary-layer turbulence and oblique-shock pattem 
alone. In the case of spike II, smooth, the three-oblique-shock 


pattern formed by a laminar boundary-layer bridge which occurs at the 


Reynolds number of 0.45х108 should be more isentropic than the two- 
oblique-shock pattern formed when the boundary-layer turbulence was 


increased by raising the Reynolds number to 2.14х106, In addition, 
the reduction in pressure recovery which occurred when turbulence 

was obtained by tip roughness is inconsistent with the Reynolds number 
effect if only changes in shock pattern are considered. These results 
indicate that a more comprehensive knowledge of the boundary-layer 
flow is required to explain the effect of turbulence on the pressure 
recovery and that the slight changes in oblique-shock structure are 

of secondary importance. This contention is further substantiated 

by the data for inlets III (fig. 13) and IV (fig. 14). For inlet IIT 
a reduction in pressure recovery with the addition of tip roughness 
was obtained, and for inlet IV а reduction in pressure reóovery with 
increasing Reynolds number was obtained, although in both cases the 0 
corresponding supersonic-flow fields appearéd to be more isentropic. 
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The variation in critical captured-mass-flow ratio for inlet IV 
with spike-tip positions of 24.769 and 24.910 and the improve- 
ment in subcritical stability as the Reynolds number was raised are 
presented in figure 14. At the Reynolds number of 0.45x10°, the change 
in inlet performance as the spike-tip position was increased from 
24.760 to 24.919 was similar to that occurring at a Mach number of 
5.05. For both tip positions and Mach numbers, the subcritical 
stability of approximately 1 percent of the critical flow was nominal. 


At a Reynolds number of approximately 1.1х106 or &bove, the oritical 
captured-mass-flow ratio for Ө, of 24.769 equaled that obtained 


with 07 of 24,919, In addition, the subcritical stability for Ө 


of 24.919 was substantially improved to approximately 8 percent of 
the flow by increasing the Reynolds number; the stability for e^ of 


24.769 also showed improvement. These results indicate that the 
selection of the optimum tip position from data at a low Reynolds 
number may be erroneous for a similar configuration to be operated 

at a higher Reynolds number. To determine the reasons for a reduction 
in supercritical captured-mass-flow ratio with increasing Reynolds 
number would require a more comprehensive investigation of the boundary 
layer and flow field; however, this trend does imply an increasing 
upstream displacement of the external detached cowl-lip shock with 
increasing Reynolds number. 


i 


The effect of spike-tip roughness (fig. 15(а)) and continuous 
boundary-layer suction (fig. 15(b)) on the inlet performanoe was to 
suppress the reduction in performance with increasing Reynolds number 
experienced with spike IV. smooth. Although both methods of altering 


the boundary-layer flow were detrimental to the inlet performance at 
а Reynolds number of 0.45х106, they became increasingly beneficial 


at Reynolds numbers above 0.80x100. In either case, the trends are 


such that at the Reynolds number of 0.45x10© neither method approximated 
the effect of high Reynolds number on the performance of spike iV, 
smooth. 


The subcritical stability of spike IV, with tip roughness and IV, 
also improved with increasing Reynolds number. However, the stability 
obtained with either configuration was less than that obtained for 
spike IV, smooth in the Reynolds number range above approximately 
0.80x106. The better stability of spike IV, smooth is opposed by the 
better pressure recovery of spike i and spike IV, with tip roughness, 


which indicates that in this instance the desirable boundary-layer flow 
conditions for the two were not relsted. 


12 vii 


The relative amount of boundary-layer removal should not be 
determined from a comparison of the critical mass flows of spike IV. 


With that of spike IV, smooth. The porous surface of spike LY, was 
rough and generated disturbances similar to those of spike IV, with 


tip roughness. Therefore, a more. reasonable estimate of the boundary- 
layer removal would be a comparison of the curve of critical captured- 


mass-flow ratio for spike 17, with that of IV, with tip roughness. 


If this is done, the amount of boundary-layer removal at a Reynolds 


number of 0.45x105 is approximately 0.5 percent of the flow entering 
the inlet and increases to approximately 2.5 pércent at a Reynolds 


number of 1.10309. 


At & Reynolds number of 0.45x106, а comparison of the peak 
pressure recoveries obtained at a Mach number of 3.05 with those at 
a Mach number of 3.13 disclosed a reduction in performance, only 
& part of which can be attributed to the increase in Mach number. 
The magnitude of the reduction ranged from approximately 8 percent 
for the l-cone inlet to 11 percent for the isentropic inlet with 
no internal contraction. Іп this connection, recent unpublished 
data indicate that the turbulence level of the stream flow may be 
& factor producing this result. At the time of the investigation, 
preliminary surveys indicated that the turbulence level of the Mach 
5.15 tunnel was considerably higher than that of the Mach 3.05 tunnel 
and it varied with stream Reynolds number per foot. The effect of 
the turbulence level on the results of the present study is unknown. 


Spike Surface Static-Pressure Distributions 


The static-pressure distributions taken axially along the 
isentropic spike surfaces gave an indication that the variation in 
diffuser peak pressure recovery with spike-tip position and Reynolds 
number was а result of internal boundary-layer separation or shock 
boundary-layer interaction and not a result involving a change in 
the oblique-shock pattern upstream of the inlet lip or of terminal 
shock stability. 


in figures 16 to 19 the data show that the static-pressure 

distributions upstream of the cowl lip for both inlets III and IV 
were not influenced to & large extent by either a change of internal 
compression or & variation of inlet geometry, and only to & small 
extent by a change in Reynolds number except at a station located 

in the vicinity of the detached wave from the cowl lip for inlet IV. 
At the end of the isentropic curvatures, the measured static-pressure 
ratios of 6.8 at x = 3.0 inches for inlet III (fig. 16) and 10.4 at 
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x = 5.45 for inlet IV (fig. 18) are in good agreement with the 
theoretical values of 6.9 and 10.6, respectively, for & Mach number 
of 3.05. These data indicate that the variations in peak diffuser 
pressure recovery originated from causes that occur downstream of 
these points on the spike. 


For inlet III (figs. 16(Ъ) and 17) the large rise in static pressure 
that originated at or downstream of the cowl lip is of the same order 
of magnitude as would be expected downstream of the terminal shocks 
(measured; ра/Ро « 23; theoretical; pg/pg ~ 26.0) The majority of this 


static-pressure rise was accomplished forward of the geometric throat 
and indicates not only that the boundary layer has modified the flow 
area of the inlet geometry but that the requirement of shock stability 
at the minimum area for optimum pressure recovery was satisfied and 
therefore was not a factor causing the variation in pressure recovery 
with cowl spacers or Reynolds number. Shock stability may also be ruled 
out as & factor influencing pressure recovery in the case of inlet 

IV, in which the diffuser pressure recovery decreased with Reynolds 
number although the subcritical shock stability was improved (see 

fig. 14(a)). Instead of depending on shock stability, for both inlets 
III (fig. 17) and IV (fig. 19) the variation of pressure recovery 

with Reynolds number seemed to be associated with a break in that 
portion of the static-pressure-distribution curve attributed to the 
terminal shocks. This loss is located in the vicinity of the spike 
Shoulder and implies a boundary-layer separation. Іп this connection, 
the curvature of the spike shoulder and/or the location of the terminal 
shocks relative to the spike shoulder may be of importance, as 
indicated in reference 8. 


Inlet Schlieren Photographs 


Schlieren photographs showing the various spike boundary layers 
and shock patterns for inlets I, II, III, and IV are presented in 


figures 20 to 24. At a Reynolds number of 0.45105, & Mach number of 
3.05, zero angle of attack, and with no cowl, the boundary layer along 
the surface of spike I, appeared to be thin (fig. 20(а)). Installation 


of the cowling produced what appeared to be a noticeable thickening 

of a laminar boundary layer ahead of the cowl lip (fig. 20(b)). This 
thickening of the boundary layer persisted at all values of the pressure 
recovery and was therefore believed to be a result of the adverse pres- 
sure gradient caused by the internal contraction. 


The separated oscillating boundary layer of spike Та gmooth is 


shown in figure 20(c). The photograph taken at 1/100 second is 
blurred because of the rapid movements of the flow structure. The 
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nature of the boundary-layer instability may be seen in figure 20(d), a 
schlieren photgraph taken at а Z-microsecond exposure. The instability 
appears to be an asymmetrical separation of the boundary layer which 
at the instant of exposure occurred at the top surface of the spike. 
With tip roughness, the boundary layer for spike 1. appeared turbulent 


(fig. 20(e)) and that of spike I, was stabilized. An increase in 
Reynolds number to or above 1.20х109 produced similar results for spike 
I, smooth (see fig. 20(f) at a Reynolds number of 1.26х108). 


The marked difference in spike boundary layer at angles of attack 
between spike i, smooth and spike I, with tip roughness may be seen 


in the schlieren photographs of figure 21. For spike 1. smooth the 
boundary layer gradually shifted to the lee side at small angles of 


attack (fig. 21(8)). As the angle of attack was increased, the boundary 


layer on the lee side of the spike increased in thickness (fig. 21(b)) 
and separated (fig. 21(c)) until at an angle of attack of 10° it filled 
one side of the inlet (fig. 21(4)). 


With tip roughness, spike Ta maintained what appeared to be a 


relatively uniform ee een distribution up to an angle of attack _ _ 


of 8.39 (fig. 21(e)). However, at an angle of attack of 10.29 (fig. 
21(f)), an abrupt separation from the spike surface occurred on the 
lee side of the spike. 


Schlieren photographs of the 2-сопе inlet are presented in 


figure 22. At a Reynolds number of 0.45x10° the additional oblique 
shock generated by the boundary-layer bridge can be seen upstream of 
the spike break (fig. 22(8)). The amount of bridging decreased with 


Reynolds number until at & value of 2. 12x10 1% became negligible 

(fig. 22(b)). The effect of angle of attack and tip roughness on 

the boundary layer may be seen in figures 22(c) and (d). As the 

angle of attack was increased, the boundary-layer bridge across the 
spike break was reduced on the windward side and increased on the lee 
side (fig. 22(c)). The addition of tip roughness effectively prevented 
boundary-layer separation as seen in figure 22(d). These results are 
similar to those obtained in reference 7 at а Mach number of 5.85. 


At zero angle of attack, a Mach number of 3.05, and a Reynolds 


number of 0. 45x108, inlet III had an oblique Shock generated by what 
appeared to be a laminar boundary-layer separation in figure 23(a). 
Another shock then occurred at the point of reattachment. For the 
same configuration with tip roughness, the boundary layer appeared 
attached along the complete external length of the spike and the flow 
pattern appeared mare isentropic (fig. 23(b)). 
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Schlieren photographs of cowls IV, and ІҮ, at a Mach number of 
5,05 are presented in figures 24(a) and (b) for supercritical diffuser 
operation. Besides the boundary-layer bridging which occurred on the 
spike surface with both соків, it will be noticed that the detached 
wave ahead of cowl IV, is stronger and displaced further upstream of 


the cowl lip than that ahead of cowl IV. 


SUMMARY OF RESULTS 


Four annular nose inlets were investigated at a Mach number of 


3.05, а Reynolds number of approximately 0.45Х106, and a range of angle 
of attack from zero to 109, and at a Mach number of 5.15, a range of 


Reynolds numbers from approximately 0.45х106 to 2.20х106, and at 
angles of attack of zero and 4.99. In order of increasing supersonic 
compression, а l-cone 44° spike, а 2-cone 40° to 70° spike, and an 
isentropic spike inlet (all having internal contraction) were designed 
and operated with attached shocks at the cowl lips. Ап isentropic 
inlet with no internal contraction and operating with detached shocks 
at the cowl lips had the highest supersonic compression. 


In addition to contributing to the general knowledge of the 
performance attainable for a succession of inlets that cover a wide 
range of compression, the following results were obtained: 


1. The peak pressure recovery and relative mass flow were most 


affected by changes in Reynolds number in the range below 1.20x106. 
The inlets with internal contraction exhibited an improvement in 
performance with Reynolds number, and the isentropic inlet with no 
internal contraction exhibited a reduction in performance. 


2. As deduced from flow observations, the visible effect of an 
increase in Reynolds number and/or roughness on the tip of the 
centerbody was to induce an early transition from laminar to turbulent 
flow in the boundary layer. For the 1-сопе inlet with a gradual 
internal contraction, this early transition eliminated what appeared 
to be а rapid thickening in the vicinity of the cowl lip of а 
presumably laminar boundary layer. For the l-cone inlet with rapid 
internal contraction, the early transition attached and stabilized 
an otherwise separated oscillating boundary layer. Іп both cases 
the performance was markedly improved. For the 2-сопе and isentropic 
inlets ihe early transition reduced or eliminated boundary-layer 
bridging, but the change in external shock structure was found to 
be of secondary importance in influencing the peak diffuser pressure 
recovery. Except for the l-cone inlet, tip roughness could not be 
used at & low Reynolds number to simulate inlet operation at a 
higher Reynolds number. 
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5. The subcritical stability of inlets with internal contraction 
was negligible unless the cowl was positioned so that the internal 
contraction either generated detached shocks at the cowl lip for 
supercritical values of mass flow or unless the internal contraction 
was nominal. For the inlet with no internal contraction, a change in 


Reynolds number from О.45х106 to 1.15809 increased the mass-flow 
subcritical stability range from 1 to 8 percent. For the same inlet, 
either tip roughness or continuous boundary-layer suction along the 
centerbody surface forward of the maximum diameter improved the 


subcritical stability at Reynolds numbers below 0.80x108 but reduced 
it &t the higher Réynolds numbers. 


4. Two inlets, both of the isentropic type, attained peak 
pressure recoveries of 0.77. This peak pressure recovery is 
representative of the., upper limit attainable with current inlet 
designs in the Mach number region of 5.10. 


Lewis Flight Propulsion Laboratory 
National Advisory Committee for Aeronautics 
Cleveland, Ohio, January 14, 1954 
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TABLE I. - 44° SPIKE INLET, I 


ЖК Spike I, | Spike І,| Spike I, Cowl 
Coordinates, in. 
pox | y | y | у (| (internat) | у (internal) 


y 


Internal 
contraction 


Spike tip 
position, 
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TABLE II. - 409 То 70? SPIKE INLET, II 


нет, ню эш 
= x [ r e ечензаі) Гу (шетел) 
О О О О 1.600 


Cowl|Spike|Spike tip| Internal 
position, |contraction 


8., deg 


II ТІ, 28.9 1.160 
ТІ it, 29.3 1.142 
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TABLE IIT. - ISENTROPIC SPIKE INLET WITH INTERNAL CONTRACTION, III 


Coordinates, in. 
[ox | у | ox |x Gntema)| у (internat) 


Spike tip Internal 
position, | contraction 
6,, deg 


9262: 


NACA RM Е54А07 


Гра 21 


TABLE IV. - ISENTROPIC SPIKE INLET WITH NO INTERNAL CONTRACTION, IV 


Spike IVa Spike IV, Cowls IVa Cowl IVa Cowl iV, 
(porous) and ISO 
Coordinates, in 
ІК dies [ox [y (авта) |у (external) [v (extemal) 


Spike tip 
position, 
01» deg 


Internal 
contraction 


, 


LV IV 

a a 
lVa ТУ» 
iV, IVa 


ко ADM, LL, 


Чч 


eó 
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Figure 1. - Scale drawing af model arrangement with l-cone inlet installed. (А11 dimensions in inches.) 
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- Photograph of model mounted in tunnel. Inlet with oone-surf&ce roughness. 
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(b) Spikes I, and І, with tip roughness. 
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Inlet operating condition 


О Maximum pressure recovery 
П Critical mass-flow ratio 
© Minimum stable mass-flow ratio 


Shock at cowi iip, 
theoretical 


Shock at cowl lip; 
theoretical 


Captured-mass-flow ratio, m,/m, 


„© 


Diffuser total-pressure recovery, Hz /Ho 


. 7 
2 


8 29 30 
Spike-tip position, 6у, deg 


28 29 50 


Figure 4. - Comparison of two 40° to 70° 2-сопе inlets. Егее-вфгевш 
Масһ number, 5.05; Reynolds number, approximately 0.45x108; zero 
angie of attack. 
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Figure 5. - Comparison of two isentropic inlets with internal con- 
traction. Free-stream Mach number, 3.05; Reynolds number, 
approximately 0.45х106; zero angle of attack. 
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Inlet operating condition 


O Meximum pressure recovery 

[1 Critical mass-flow ratio 

© Minimum stable mass-flow 
ratio 


Shock at cowl lip, 
theoretical theoretical 


24 25 26 24 - 25 26 
Spike-tip position, 94 ; deg 


(a) Cowl IV,. (b) Cowl ТУ. 
Figure 6. - Performance of two isentropic inlets with no internal 
contraction. Spike IVg; free-stream Mach number, 3.05; Reynolds 
number, approximately 0.45105; zero angle of attack. 
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Tip 


Smooth 
Roughness 
Roughness 12 inch 
from tip 
Continuous 


Discontinuous 


Diffuser total-pressure recovery, Hz /Ho 


Captured-mass-flow ratio, m, /m, 
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Figure 7. - Effect of angle of attack on peak pressure recovery of 44° 
l-cone inlet. Spike І.) free-stream Mach number, 3.05; Reynolds number, 
approximately 0.45х106: 


ce : dad i і 
№» 6. КЕСЕК TIERT AA 


г 
7 EC ей ya - 


28 


Diffuser total-pressure recovery, Hg/Ho 


Captured-mass-flow ratio, mz/m, 


Spike-tip position, Tip 


Figure 8. - Effect of angle of attack on performance of two 409 to 709 2-cone 


inlets. 
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(b) Spike II}. 


Free-stream Mach number, 3.05; Reynolds number, &pproximately 
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Figure 9. - Effect of angle of attack on performance of two isentropic inlets with internal. 


Reynolds number, approximately 0.45х105. 


Free-stream Mach number, 5.05; 
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Inlet operating condition 


Maximum pressure recovery 
Critical mass-flow ratio 


0 4 8 12 о. 4 8 12 
Angle of attack, a, deg 


(а) Cowl IV4; spike-tip position, 24.919. (b) Cowl IVy; spike-tip position, 25.070. 
Figure 10. - Effect of angle of attack on performance of two isentropic inlets 


with no internal contraction. Spike IVa; free-stream Mach number, 3.05; Reynolds 
number, &pproximately 0.45х106, 
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Diffuser total-pressure recovery, H,/H, 


Captured-mass-flow ratio, mz /m, 
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Spike Spike-tip position, Tip 
ө, 
deg 
55.17 
$0.98 
30.98 


Continuous 
Discontinuous 


cer Tree | 


.4 .8 1.2 1.6 2.0 2.4х106 
Reynolds number, Re 


(a) Zero angie of &ttack. 


Figure 11. - Effect of angle of attack on performance of 44° 1-cone 
inlet.  Free-stream Mach number, 3.13. 


ы 4 и er des E 


52 


py a NACA RM E54A07 


Spike Spike-tip position, 
JE 
deg 
Sock! 
30.98 


Discontinuous 


o 


к НН ння 


сл 


Р 


Diffuser total~pressure recovery, B, /Ho 


Captured-mass-flow ratio, m./m, 


Reynolds number’, Re 
(b) Angle of attack, 4.99. 


Figure 11. - Concluded. Effect of angle of attack 
on performance of 449 1-сопе inlet. Free-stream 
Mach number, 3.13. ү 
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O Roughness О 
V Roughness 4.9 
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Figure 12. - Effect of Reynolds number on performance of 40° to 70° 
2-cone inlet. Spike ІІ,; spike-tip position, 28.829; free-stream 
Mach number, 3.13. 
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Figure 15. - Effect of Reynolds number on performance of isen- 


tropic.inlet with internal contraction. Spike 111, spike-tip 
position, 24.859; free-stream Mach number, 5.13. 
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Inlet operating condition 


O Maximum pressure recovery and 
minimum stable mass flow 
Cl Critical mass-flow ratio 
Spike-tip position, 
8. ; 
deg 
24.76 
24.91 


+55225 


2.4x108 


e 


m И зви, ES 
(a) Zero angle of attack. 
Figure 14. - Effect of Reynolds number on performance of isen- 


tropic inlet with no internal contraction. Cowl IV,; spike 
ТУ; free-stream Mach number, 5.15. 
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Inlet operating condition 


Maximum pressure recovery 

Critical mass-flow ratio 

Angle of attack, 4.9° 

Zero angle of attack; 
maximum pressure recovery 

Zero angle of attack; 
critical mass-flow ratio 


BESS ES 


4 „8 1.2 1.6 2.0 2.4x108 


Reynolds number, Re 


(b) Angle of attack, 4.99; spike-tip position, 24.919. 


Figure 14. - Concluded. Effect of Reynolds number on performance 
of isentropic inlet with no internal contraction. Cowl IV,; 
spike IV, 3 free-stream Mach number, 3.13. 
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(b) Spike IV, (porous); spike-tip position, 24.3530. 
Figure 15. - Effect of Reynolds number on performance of isen- 


tropic inlets with no internal contraction. Cowl IV,; free- 
stream Mach number, 3.13; zero angle of attack. 
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(a) Pressure recovery, approximately 0.53. 


Figure 16. - Static-pressure distribution along centerbody of isen- 
tropic inlet with internal contraction. Free-stream Mach number, | 
3.05; Reynolds number, approximately 0.45х106; zero angle of attack. 
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(b) Peak pressure recovery. 


Figure 16. - Concluded. Static-pressure distribution along centerbody 
of isentropic inlet with internal contraction.  Free-stream Mach 
number, 5.05; Reynolds number, approximately 0.45х106; zero angle 
of attack. 
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Figure 17. - Static-pressure distribution along centerbody of isen- 
tropic inlet with internal contraction at peak pressure recovery. 
Spike TIT,; spike-tip position, 24.850; free-stream Mach number, 5.15; 


zero angle of attack. 
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(a) Supercritical pressure recovery. 


Figure 18. - Static-pressure distribution along centerbody of 
isentropic inlet with no internal contraction. Cowl IV,; 
spike IV,; free-stream Mach number, 5.05; Reynolds number, 
approximately 0.45x108; zero angle of attack. 
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Figure 18. - Concluded. Static-pressure distribution along centerbody 
of isentropic inlet with no internal contraction. Cowl IVa; spike ipM 
free-stream Mach number, 3.05; Reynolds number, approximately 0.45x10 
zero angle of attack. 
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Figure 19. - Static-pressure distribution along centerbody of isentropic 
inlet with no internal contraction. Cowl IV,; spike IVa; spike-tip 
position, 24.910; free-stream Mach number, 5.15; zero angle of attack. 
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(а) Spike Ig; no cowl; Pree-stream 
Mach сл 3.05; Reynolds num- 
ber, O. 45x109 


(р) Spike is Spike-tip position, 
52,920: free-stream Mach number, 
3.05; Reynolds number, 0.45x108; 
diffuser total-pressure recovery, 
0.547; captured-mass-flow ratio, 
1.0, 


(c) Spike In} Spike- tip position, 
30.989; free-stream Mach number, 
3.05; Reynolds number, 0.45х106; 
diffuser total-pressure recovery, 
0.465; oaptured-mass-flow ratio, 
0.89. 


(а) Spike I,; spike-tip position, © 


50.989; free-stream Mach number, 


5.15; Reynolds number, 0.47x108; 
diffuser total-pressure recovery, 
0.440; captured-mass-flow ratio, 
0.88. 


(e) Spike I, with tip roughness; 
Splke-tip position, 32.679; free- 
stream Mach number, 3.05; Reynolds 
number, O. 45x106; diffuser total- 


pressure recovery, 0.498;  captured- 
mass-flow ratio, 0.99. 


(f) Spike І; spike-tip position, 


30.989; free-stream Mach number, 
3.13; Reynolds number, 1.26x108; 
diffuser total-pressure recovery, 


0.418; captured-mass-flow ratio, 
0.99. 


Figure 20. ~ Sohlieren photographs ої 1-соле inlet at zero angle of attack with various © 


boundary~layer conditions along cone surface. 
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(a) Angle of attack, 2.79; spike- 
tip position, 35.179; diffuser 
total-pressure recovery, 0.543; 
captured-mass-flow ratio, 1.00. 


(c) Angle of attack, 89; spike-tip 
position, 33.179; diffuser total- 
pressure recovery, 0.453; captured- 
nass-flow ratio, 0.94. 


(b) Angle of attack, 6°; spike-tip 
position, 35.170; diffuser total- 
pressure recovery, 0.516; captured- 
mass-flow ratio, 0.99. 


(d) Angle of attack, 10°; spike-tip 
position, 33.179; diffuser total- 


pressure recovery, 0.547; captured- 
mass-flow ratio, 0.76. 


45 


(f) Angle of attack, 10.59; spike-tip 
position, 52,670; tip roughness; dif- 
fuser total-pressure recovery, 0.487; 
captured-mass-flow ratio, 0.94. 


(e) Angle of attack, 8.59; spike-tip 
position, 52.670; tip roughness; 
diffuser total-pressure recovery, 
0.510; captured-mass-flow ratio, 
0.95. 


Figure 21. - Schlieren photographs of l-oone inlet at angle of attack. Spike L5; free-stream 


Mach number, 3.05; Reynolds number, 0.45х106. 
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(a) Spike ІІ; spike-tip position, (b) Spike II,; spike-tip position, 
28.822; free-stream Mach number, 28.829; free-stream Mach number, 
5.15; Reynolds number, 0.45х106; 5,15; Reynolds number, 2.15х106; 
zero angle of attack; diffuser zero angle of attack; diffuser 
total-pressure recovery, 0.389; tot&l-pressure recovery, 0.639; 
captured-mass-flow ratio, 0.94. c&ptured-mass-flow ratio. 0.97. 


(о) Spike II,; spike-tip position, (4) Spike Il, with tip roughness; spike- 


29.239; Pree-stream Mach number, tip position, 29.230; free-stream Mach 
5.05; Reynolds number, 0.45x108; number, 3.05; Reynolds number, 0.45x109; 
angle of attack, 6.59; diffuser 1 angle of attaok, 6.50; diffuser total- 
total-pressure recovery, 0.596; pressure recovery, 0.599; captured-mass- 
captured-mass-Plow ratio, 0.95. flow ratio, 0.94. 


Figure 22, - Schlieren photographs of Z-cone inlet. 
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- (a) Diffuser total-pressure recovery, (b) Tip roughness; diffuser total- 
0.700; captured-mass-flow ratio, 0.96. pressure recovery, 0.706; 
captured-mass-flow ratio, 0.97. 
т Figure 23. - Sohlieren photographs of isentropic inlet with internal contraction. 
25.36°; free-stream Mach number, 3.05; Reynolds 


Spike ТІГ,; apike-tip position, 
number, 0.45х106; zero angle of attack. 


т----- 


(b) Cowl IVy; diffuser total- 


pressure recovery, 0.5713 
captured-mass-flow ratio, 0.91. 


- 


(а) Cowl IVa; diffuser total-pressure 
recovery, 0.651; catpured-mass-f low 
ratio, 0.91. 
Figure 24. - Schlieren photographs of isentropic inlets with no internal con- 
traction at supercritical flow coniiigens. Spike IVa; gpike-tip position, 
24,919 free-stream Mach number apes; Reynolds number, 0.45х106. 
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